
Locking Ø 6
Nuts

Specific Plate

LED tail light

TBL 6X15

REMOVE THE ORIGINAL LICENCE PLATE FROM MOTORBIKE. APPLY THE BARRACUDA SPECIFIC LICENCE 
PLATE USING THE TBL SCREWS 6X15 MM INCLUDED INTO THE KIT, TAKE CARE WHILE PASS AWAY THE IN-
DICATORS CABLES, TAIL LIGHT AND LED LIGHT CABLES INTO THE SPECIFIC HOLE AND CONNECT THE 
TAIL LIGHT INCLUDED.FIX ALL LIKE IN THE PICTURE

WE ADVICE AN INCLINATION NOT EXCEEDING TO 30° TO AVOID SANCTIONS AND POSSIBLE DAMAGES.

 

MOUNTING PROCEDURE KIT

KIT LICENCE PLATE
HONDA INTEGRA 2012, NC700X-S

HI7104        

X1. SPECIFIC PLATE
X4. TBL 6X15MM
X4. LOCKING NUTS DIAMETER 6MM
X1. "X" LICENCE PLATE
X2. SCREW 5X10MM
X2. WASHER DIAMETER 5MM
X2. X2. LOCKING NUTS DIAMETER 5MM
X1. LED TAIL LIGHT

 
 


